
to ensure electrical contact with the earthing system. This 

enhances performance. They can also be used to prevent 

BENEFITS
• Good bedding performance
• 
• Strong material

APPLICATIONS
• ESD lining
• EMI shielding of cables
• 

TECHNICAL SPECIFICATION AND PART NUMBERS

Test method
4771-0.15 4771-0.18 4771-0.30 4771-0.50 

Thickness (mm) 0.15 0.18 0.30 0.50 ISO 9073-2

Mass per unit area 
(g/m2) 100 65 60 95 ISO 9073-1

Tensile strength (N/cm) 60 35 35 60 ISO 9073-3

13 13 13 14 ISO 9073-3

(Ωcm) 5 800 800 600 DIN 54345 
Part 5

(kΩcm) 10 25 10 10 DIN 54345 
Part 1

Service temperature 
( °C) < 140 IEC 60216 

(TIS 045)

Processing temperature 
( °C) < 225 (TIS 045)

Polyester 
Polyacrylate 

Max. width 960 mm

4771

ORDER EXAMPLE
Part number Thickness (mm) Width (mm)

Length (mm) Adhesive

Specify the width 
in mm

Specify the length 
in mm

1 : Standard self-ad-
hesive
2 : Without self-ad-
hesive
3 : 
self-adhesive

0.15 : 0.15 mm
0.18 : 0.18 mm
0.30 : 0.30 mm
0.50 : 0.50 mm

SEMI-CONDUCTIVE 
NON-WOVEN 4771
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